
OVERHEAD TRACK SCALE
Model: OHT-300, OHT-600, OHT-1200

Scales and Baseworks

General Specifications
• 
• 
• 
• 
• 

* Specifications are subject to change without notice 

 
LIT: OHT-01/24A&D Australasia Pty Ltd 

Waterproof OHT suitable for wet environments
Maximum capacity 600kg
Galvanised finish
Simple installation
Centre and end load compensation feature
for accurate weighing
Strong robust design 
Choice of bracket lengths: 
300mm/600mm/1200mm
Can be used with hooks, slides and pulley
hook assemblies

• 
• 

• 

OVERHEAD TRACK SCALE SPECIFICATIONS
Capacity

Standard rail sizes

Trade approved NMI

Finish

Load cells

Weigh rail thickness

Indicator type

Indicator dimensions

Power requirements

Power consumption

Additional Notes

Up to 600kg

300mm, 600mm and 120mm (non standard upon request)

NSC 6/18/17C

Galvanised finish

shear beam type (1 Tonnes capacity)

12mm

AD-4407 indicator

199mm (W) x 80mm (D) x 206mm (H)

AC Mains

Approximately 20VA
OHT Scales can only be NMI Trade Verified after installation

Head Office: 
32 Dew Street, Thebarton SA 5031
SALES: sales@andaustralasia.com.au
SERVICE: service2@andaustralasia.com.au
1800 241 434 | www.andweighing.com.au


